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Description

90x90 LED directional arrow motorized with Basic 211 projectors.

OPTICAL FEATURES

Light source 13 Basic 211

Optics Single-sided

Colour Amber

Certification EN12352: L8H-L8M

Duration of the optical group >50°000 hours

ELECTRICAL FEATURES

Power supply 12 + 30 Vdc

Daytime consumption Arrow 53w

Nighttime consumption Arrow 16 W

Daytime consumption Arrow 33W

Nighttime consumption Arrow 10W

Flashing frequency 45 flash/min

Flashing duty cycle 20%

Motorized lifting consumption 200 W (max)

Arrow orientation consumption 60 W (max)

Activation External control unit

Switch functions ON/OFF - Cross/Left arrow/Right arrow - Lifting/Lowering - arrow orientation
Connections Supplied with 6 m of 2x1,5mmq HO7RN cable
Insultation class Class lll

MECHANICAL FEATURES

Dimensions 950 x 1210 x 449 mm (Closed); 950 x 1910 x 440 mm (Open)
Weight 62 kg

Operating temperature -10°C + +55°C

Road sign Fig.398 class Il Automatically orientable arrow

Fixing Omega guides for collars
Projectors materials Polycarbonate (Lens); PA6 (Body)

Road sign material Aluminum 25/10

Case material Painted galvanized iron

With external
control unit included
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